


EMH500 ELECTRONIC REGISTER WITH
PRE-SET CONTROL

The EMH500 includes a pre-set batch control and up

to 50 other programmable functions, making it ideal for

small quantity deliveries.

The EMH500 is always used in conjunction with the
EJB101 (or EJB200 for EMH500IS) which provides
filtered power supply and houses input and output

facilities. Power supply from EJB101 is 9 VDC, polarity

protected.

OTHER FEATURES

e Programmable 2 stage solenoid outputs providing
slow start and stop of batched delivery

e Dual displays for “Batch” and “Delivery”
SIZE

150 x 200 x 200mm

WEIGHT

1.8kg

APPROVALS

NSC Australia

UK Weights and Measures

USA Weights and Measures

Canada Weights and Measures

MODEL NUMBERS

EMH500H Standard version with heated display
EMHB500IS Intrinsically Safe certified version
Optional sun visor EMH500-25Z

EMH600 ELECTRONIC REGISTER

The EMH600 has the features of the EMH500 minus
the preset control functions

The EMH600 is ready for service upon mounting and
connecting 12 or 24 VDC power.

SIZE

131 x 200 x 200mm

WEIGHT

1.6kg

APPROVALS

NSC Australia

USA Weights and Measures

Canada Weights and Measures pending
MODEL NUMBERS

EMHB600 Standard version

EMHB00H version with heated display
Optional sun visor EMHB00-25Z
MOUNTING

Mounts to all popular meters with separately supplied
adaptor flanges.
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LOADING EQUIPMENT

ERP101 ELECTRONIC REMOTE PULSE
TRANSMITTER

A remote mounted pulse transmitter for use with
electronic registers where the register is located other
than with the meter or the register has no in-built drive
to fix the pulse-generating pick up to.

The pulse transmitter has three opto sensors, each
sensor producing 25 Pulses per revolution; the
combination of three sensors produces 150 Pulses per
revolution. This allows the detection of flow direction,
faulty opto sensor(s) and/or loss of power.

EJB101 JUNCTION POWER BOX

The housing is cast aluminium with weather-proof seal.
Six connection ports are provided.

One for the power supply (11v to 30v), one output to
supply power and communication to the Register, and
the remaining ports are for the auxiliary devices such as
communication ports temperature probe, remote pulser
and solenoids. These ports may require approved
glands and conduit to comply with local regulations.

The EJB200 is built for intrinsically safe barriers and
also provides circuit protection and power conditioning
for protection against ripples and surges.

MODELS
EJB101 Electronic Junction Box
EJB200 Electronic Junction Box intrinsically Safe
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STORAGE

LOADING EQUIPMENT

Liquip has a growing range of products that address the needs of operators of storage tanks. From floating
suction devices that ensure the release of clean product to overfill, level detection and loading systems we can
modify and develop any of our range of products to suit your particular application.

STORAGE TANK MONITORS

Liquip gantry monitors are ideal for storage tank overfill
protection monitoring.

The PPM3XX and MPP102 monitors are also suitable
for storage tank monitoring.

Powered by 11-30 VDC, both are ideal for monitoring
interstitial space for leakage in double walled non-
bunded smaller tanks or for overfill protection.

They operate with optic or fibre optic sensors and
feature all the other major requisites of any optical
sensing system (fail safe, 1.S. outputs, <0.5 sec
shutdown etc).
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www.liquip.com i

EXPERIENCE, INNOVATION, EXCELLENCE
THAT'S THE LIQUIP ADVANTAGE

Liguip International provide an acclamml rangatﬂf
hydro-carbon loading and discharge equipment for
use in Terminals and Depots:

* Loading arms and swivels

» Overfill protection systems

* APl Couplers

« Dry break couplers and adaptors

« Parking solutions

= Floating suctions

* Electronic registers

= Storage tank maonitoring

* Wide range of accessories

You need simple and effective solutions to a wide
variety of loading considerations.

= Survey and design

* Product selection advice

= Ongoing support

That's the Liquip Advantage!

For more information please visit our website or contact your Liquip Distributor Liquip "ltﬂl' ﬂﬂtiﬂnal Pty Ltd

Distributed by:

13 Hume Road, Smithfield
Sydney NSW Australia 2164

Tel: +61 2 9725 000

Fax: +61 2 9725 1252

150} 9001 Email: liquip@liguip-nsw.com.au

LIC QEC2214% . i
SAl Glabia www.liguip.com

Part No. LCAT-TER



